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16mm COPPER AIR

13mm TERMINAL (CLASS 1)
- ~™ MIN.
s | . | ,
£ BOND 76mm X 0.4mm COPPER STRAP TO 38mm X 20mm FLAT BRAIDED
g THE AIR TERMINAL BY AN EXOTHERMIC RE‘I%E.DP gngigESTMP TO
WELD METHOD

GROUND ROD

MAIN GROUND ROD LOCATED o
NEXT TO POLE

#4 AWG SOLID BARE COPPER
#4 AWG SOLID BARE WIRE TO CAMERA SUPPORT BASE

COPPER WIRE TO GROUND
RODS A,B,AND C

GROUND ROD (C)

GROUND ROD (A) #4 AWG SOLID BARE COPPER

WIRE TO ELECTRICAL SERVICE

INSET A’

_
BOND 76mm X 0.4mm COPPER STRAP To—/ —.
TOP OF POLE (SEE INSET ‘B')

~ 120° —
(TYPICAL)

HANDHOLE |
GROUND ROD PLACEMENT DETAIL » _\

(TYPICAL EACH POLE)

DOME CAMERA ENCLOSURE

76mm X 0.4mm COPPER STRAP

\.METAL POLE

EQUIVALENT
BY POLYPHASER CORP. OR APPROVED
“TK SERIES CLAMP (STAINLESS STEEL)

ALTERNATE GROUNDING METHOD

IF SPACE IS NOT AVAILABLE TO DRIVE
MULTIPLE RODS, DRIVE SECTIONAL GROUND ' ' POLE MOUNTED 336S EQUIPMENT CABINET

<=

<

TINNED COPPER
STRAP TO
GROUND ROD INSET “C’

THREADED COUPLING CONNECTION

INSET ‘B’
RODS A MINIMUM OF 9 METERS. ==
—-— - %
/ STAINLESS STEEL
WASHERS
[J | . STAINLESS STEEL | -
“V'SELF TAPPING METAL
SCREW
‘ ' R,
HANDHOLE |
- SEE INSET 'C’ _\ , v 38mm X 20mm
JOIN SECTIONAL GROUND RODS BY » | FLAT BRAIDED

FINISHED GRADE SEE INSET ‘A’
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457mm MIN.
EXOTHERMIC WELD - - -
TO GROUND ROD

NOTES

2- DUITS FOR POWER
Angmcr:nONCngL WIRES W . BOND 76mm X 0.4mm COPPER STRAP TO THE MAIN GROUND

ROD BY AN EXOTHERMIC WELD METHOD.

\\/7 \

/_

A4

< ; 2. EXOTHERMICALLY WELD ALL CONNECTIONS TO GROUND RODS.

N

3. BOND #4 AWG SOLID BARE COPPER WIRE TO REBAR CAGE AND THE
N MAIN GROUND ROD BY AN EXOTHERMIC WELD METHOD.

A A

GROUND ROD (A) —= TO_GROUND ROD (C)

\ ‘ . 4. ENSURE CAMERA HOUSING, CAMERA, PAN-TILT UNIT AND AIR l
REBAR CAGE TERMINAL EXTENSION PLATE ARE BONDED TO POLE.

TO
ELECTRICAL
SERVICE

5. THE CONTRACTOR MAY, UPON APPROVAL OF THE ENGINEER, INSTALL
A 9-METER SECTIONAL GROUND ROD WHEN CONDITIONS WILL
N ' NOT ALLOW FOR THE INSTALLATION OF THE 3—-AUXILIARY

\— GROUND RODS.
ANCHOR BOLTS 6. INSTALL MARKER TAPE DIRECTLY ABOVE ALL GROUNDING ELECTRODES

AND CONDUCTORS AT A DEPTH OF 305mm.

MAIN GROUND ROD INDICATED BY
o ” IN GROUND ROD PLACEMENT
DETAIL (SEE DETAIL ABOVE)

305mm

MINIMUM

N LN LN LN LN

N N N L X LN S

Nl | L~ - S T ey DETAILS FOR GROUNDING

16mm DIAMETER BY 3m LONG COPPER-CLAD STEEL ' 2 METAL CCTV POLES
GROUND RODS DRIVEN INTO UNDISTURED EARTH -
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